MACKIE MCU PRO CONTROL ASSIGNMENTS IN CUBASE & NUENDO

Control Channel

Select b
| Function | pressin; | PAGE | 1 2 3 4 5 6 7 8
|FADER sET PAN | pan 2 pages
ALL |Push Button |INPUT MON FADER 1 INPUT MON FADER 2 INPUT MON FADER 3 INPUT MON FADER 4 INPUT MON FADER 5 INPUT MON FADER 6 INPUT MON FADER 7 INPUT MON FADER 8
01/02 |Rotary LR PAN FADER 1 LR PAN FADER 2 LR PAN FADER 3 LR PAN FADER 4 LR PAN FADER 5 LR PAN FADER 6 LR PAN FADER 7 LR PAN FADER 8
02/02 |Rotary FRONT/REAR FADER1  |FRONT/REAR FADER2  [FRONT/REAR FADER3 |FRONT/REAR FADER4 (FRONT/REAR FADERS5 |FRONT/REAR FADER6 (FRONT/REAR FADER7 |FRONT/REAR FADER 8
SEL CHNL EQ+ EQ 2 pages
ALL |Push Button CHANNEL EQ BYPASS TOGGLE ON/OFF
01/02 |Rotary EQ1 [LO] GAIN EQ1 [LO] FREQ EQl[LO] Q EQ1 [LO] ON EQ2 [LO MID] GAIN EQ2 [LO MID] FREQ EQ2 [LO MID] Q EQ2 [LO MID] ON
02/02 |Rotary EQ3 [HI MID] GAIN EQ3 [HI MID] REQ EQ3 [HIMID] Q EQ3 [HI MID] ON EQ4 [HI] GAIN EQ4 [HI] FREQ EQ4 [HI] Q EQ4 [HI] ON
SEL CHNLEQ SHIFT + EQ 2 pages
ALL (Push Button CHANNEL EQ BYPASS TOGGLE ON/OFF
01/02 |Rotary EQ1 [LO] GAIN EQ1 [LO] FREQ EQ2 [LO MID] GAIN EQ2 [LO MID] FREQ EQ3 [HI MID] GAIN EQ3 [HI MID] REQ EQ4 [HI] GAIN EQ4 [HI] FREQ
02/02 |Rotary EQ1[LO] Q EQ1 [LO] ON EQ2 [LO MID] Q EQ2 [LO MID] ON EQ3 [HI MID] Q EQ3 [HI MID] ON EQ4 [HI] Q EQ4 [HI] ON
SEL CHNL FX SEND DYN/FX/AUX |2 pages
ALL |Push Button 8 x CHANNEL SENDS BYPASS TOGGLE ON/OFF
01/04 |Rotary LEVEL SEND 1 LEVEL SEND 2 LEVEL SEND 3 LEVEL SEND 4 LEVEL SEND 5 LEVEL SEND 6 LEVEL SEND 7 LEVEL SEND 8
02/04 |Rotary ON/OFF SEND 1 ON/OFF SEND 2 ON/OFF SEND 3 ON/OFF SEND 4 ON/OFF SEND 5 ON/OFF SEND 6 ON/OFF SEND 7 ON/OFF SEND 8
03/04 |Rotary PRE/POST SEND 1 PRE/POST SEND 2 PRE/POST SEND 3 PRE/POST SEND 4 PRE/POST SEND 5 PRE/POST SEND 6 PRE/POST SEND 7 PRE/POST SEND 8
04/04 |Rotary DEST SEND 1 DEST SEND 2 DEST SEND 3 DEST SEND 4 DEST SEND 5 DEST SEND 6 DEST SEND 7 DEST SEND 8
NB ON PAGE 4 SLOTS ARE BLANK UNTIL THE KNOB IS TURNED, THEN PAREMETER IS VISIBLE
FADER SET SENDS SHIFT + DYN 6 pages EACH PUSH OF SHIFT + DYN INCREMENTS THE SEND - 1 THRU 8
Push Button (SEND ON/OFF FADER1  |SEND ON/OFF FADER 2 SEND ON/OFF FADER3  [SEND ON/OFF FADER4  |SEND ON/OFF FADER5  |SEND ON/OFF FADER6  |SEND ON/OFF FADER7  |SEND ON/OFF FADER 8
01/06 |Rotary SEND LEVEL FADER1 |SEND LEVEL FADER2 [SEND LEVEL FADER3 |SEND LEVEL FADER4 [SEND LEVEL FADERS5 |SEND LEVEL FADER6 [SEND LEVEL FADER7 |SEND LEVEL FADER 8
02/06 |Rotary SEND ON/OFF FADER1  (SEND ON/OFF FADER 2 SEND ON/OFF FADER3  [SEND ON/OFF FADER4  |SEND ON/OFF FADER5  |SEND ON/OFF FADER6  |SEND ON/OFF FADER7  |SEND ON/OFF FADER 8
03/06 |Rotary PRE/POST FADER 1 PRE/POST FADER 2 PRE/POST FADER 3 PRE/POST FADER 4 PRE/POST FADER 5 PRE/POST FADER 6 PRE/POST FADER 7 PRE/POST FADER 8
04/06 |Rotary STEREO PAN FADER 1 |STEREO PAN FADER 2 (STEREO PAN FADER 3 |STEREO PAN FADER4 (STEREO PAN FADERS5 |STEREO PAN FADER 6 (STEREO PAN FADER 7 |STEREO PAN FADER 8
05/06 |Rotary DEST FADER 1 DEST FADER 2 DEST FADER 3 DEST FADER 4 DEST FADER 5 DEST FADER 6 DEST FADER 7 DEST FADER 8
06/06 |Rotary SENDS STATE FADER 1 [SENDS STATE FADER 2 [SENDS STATE FADER 3 |SENDS STATE FADER 4 [SENDS STATE FADER 5 |SENDS STATE FADER 6 |SENDS STATE FADER 7 |SENDS STATE FADER 8
04/06 |NB PANNING - - EVEN THOUGH THERE IS NO DISPLAY IN CUBENDO INDICATING PAN POSITION OF FX SEND, IT DOES WORK!!!
03/06 (NB Push Button is same function as rotary - PRE/POST SELECTOR
06/06 |NB Push Button is same function as rotary - SENDS STATE SELECTOR




MACKIE MCU PRO CONTROL ASSIGNMENTS IN CUBASE & NUENDO

Control Channel

. Select by
: PAGE
| Function | pressing | | 1 2 ‘ 3 ‘ 4 5 6
[sEL cHNL INsERTS |PLuG-In 1+
01/01 Rotary SELECTS INSERT SLOT 1~8 |INSERT ON/OFF SELECTS INSERT FX
'ONLY WHEN INSERT LOADED
Other |Rotary OTHER PAGES DEPEND ON INSERT FX LOADED - EACH PAGE PROVIDES 8 PARAMETERS FROM THE INSERT ON EACH ROTARY CONTROL

SEL CHNL STUDIO SENDS |SHIFT + SENDS |4 pages

ALL |Push Button |ON/OFF ST SEND 1 ON/OFF ST SEND 2 ON/OFF ST SEND 3 ON/OFF ST SEND 4
01/04 |Rotary LEVEL ST SEND 1 LEVEL ST SEND 2 LEVEL ST SEND 3 LEVEL ST SEND 4
02/04 |Rotary ON/OFF ST SEND 1 ON/OFF ST SEND 2 ON/OFF ST SEND 3 ON/OFF ST SEND 4
03/04 |Rotary PRE/POST STSEND 1  |PRE/POST STSEND 2  |PRE/POST STSEND 3  |PRE/POST ST SEND 4
04/04 |Rotary STEREO PANSTSEND 1 (STEREO PANSTSEND2  [STEREO PANSTSEND3  |STEREO PAN ST SEND 4

SEL CHNL INSTRUMENTS | INSTRUMENTS| 1 +

01/01 |Rotary INSTRUMENT ON/OFF SELECTS INSTRUMENT

ONLY WHEN INSTRUMENT LOADED

Other  |Rotary OTHER PAGES DEPEND ON INSTRUMENT LOADED - EACH PAGE PROVIDES 8 PARAMETERS FROM THE INSTRUMENT ON EACH ROTARY CONTROL
GLOBAL SEND FX SENDS 1+ USED TO EDIT THE FIRST FX INSERT ON ANY FX CHANNELS

01/01 |Rotary SELECTS FX CHANNEL |ON/OFF INSERT 1 SELECTS FX ON INSERT 1

Other  |Rotary OTHER PAGES DEPEND ON FX LOADED - EACH PAGE PROVIDES 8 PARAMETERS FROM THE FX ON EACH ROTARY CONTROL
GLOBAL MAIN MIXFX  |[MASTER 1+ EDIT INSERTS ON MAIN MIX OUTPUT CHANNEL

01/01 |Rotary SELECTS INSERT ON/OFF INSERT SELECTS FX ON INSERT

Other  (Rotary OTHER PAGES DEPEND ON FX LOADED - EACH PAGE PROVIDES 8 PARAMETERS FROM THE FX ON EACH ROTARY CONTROL
GLOBAL INSTRUMENTS  [SHIFT +INSTR |1+ USED TO EDIT THE INSTRUMENTS IN THE VST RACK

01/01 |Rotary SELECT SLOT 1~64 INSTRUMENT ON/OFF SELECTS INSTRUMENT

'ONLY WHEN INSTRUMENT LOADED
Other  |Rotary OTHER PAGES DEPEND ON INSTRUMENT LOADED - EACH PAGE PROVIDES 8 PARAMETERS FROM THE INSTRUMENT ON EACH ROTARY CONTROL
NB THE LAST PARAMETER ON ROTARY SLOT 1 IS OFTEN NAMED INCORRECTLY AS "USER" :: eg VSTi SLOTS ARE NAMED 1~63, BUT INSTEAD OF SLOT 64, IT IS CALLED "USER"

eg :: IF YOU HAVE 4 FX CHANNELS, THEY WILL BE CALLED FX 1, FX2, FX 3 AND "USER" RATHER THAN "FX4"



